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1. CERTIFICATION

AdAressS....cooiieiiii i
Factory.......cooooviiiiiiiie el

AdAress......coovviiiiiiii

Test specification:

Test Sample:

Tested Power:

Testing Laboratory ...........cccooeuvineeen. :

AdAreSS ....ocvviiiiieiiie e :

Applicant’'s name.........ccccceevvieeeenns :
AAresS .....oooviieeeeiiieeeee e :

ManufaCturer.........cccoeevvveveeieiivneeeeee, :

Test item description .........cccocveeeenns :
Trade Mark.........ooocecveveeeeeeeieniieeen, :

Model/Type reference .................... :

RAtiNgS ... :

Standards ......coeeeiieeeeeeeee, :

ATT Product Service Co., Ltd

2F., B2/B3 Area, City Plaza, ChangAn Town,
DongGuan City, GuangDong,
P.R.China

Keen Ocean Industrial Ltd

Unit,26/F.,Shield Industrial Centre,84-92 Chai Wan Kok Street,
Tsuen Wan,N,T.,Hong Kong
Same as applicant

Same as applicant

HE YUAN SKY WEALTH ELECTRONIC AND PLASTIC CO
LTD

The South Side of Keqi Road, The East Side of xinggong Road
of heyuan,Hi-tech Development Zone,Heyuan City, Guandong
Province,China.

Switching Adaptor

S11-006-xxxxX-yyyyyZa
Refer to page 4 for details.

S11-006-0050-01200UN,S11-006-0060-01000UN
I/P: 100-240Vac, 50-60 Hz, 0.2A Max.

O/P: Refer to page 4 for details.

AC 120V 60Hz

47 CFR FCC Part 15 Subpart B: 2009

The device described above was tested by ATT Product Service Co., Ltd to determine the maximum
emission levels emanated from the device and severity levels of the device endure and its
performance criterion. The measurement results are contained in this test report and ATT Product
Service Co., Ltd assumes full responsibility for the accuracy and completeness of these
measurements. This report shows the EUT is technically compliance with the Part 15 Subpart B,
ANSI C63.4 and CISPR 22 official requirements. This report applies to the above sample only and
shall not be reproduced in part without written approval of ATT Product Service Co., Ltd.

ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China

Phone: 86-769-8509 8000; Fax: 86-769-8509 8777

E-mail:att@attps.cn Rev. 1.0
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1.1 GENERAL PRODUCT INFORMATION
Model: S11-006-xxxx-yyyyyZa
Output: see the model list
Table A: defination of variables
Variable: | Range of variable: Contect:
X 0050-0060 4 digits, indicate 10 times output voltage in Vol., the
minimum step is 0.1V .eg: 0050 = 5Vdc, 0060 = 6Vdc
YYYYy 00010-01200 5 digits, indicate output current in mA, the minimum step is
10mA.eg: 00010 = 0.01A, 01200= 1.2A
Represents the plug type for different countries. G=Europe,
z G B,U,K,S,C,J A B=British, U=America, K=Korea, S=Australia, C=China,
J=Japan, A=Argentina
One digit, indicate the method connected to output type,M
a M,N represent for USB output type; N represent for
non-detachable output cord type.

Table B: Output rating

Model No.

Output Voltage
V)

Output Curren Max.Output Power(W) | Transformer (T1)

-yyyyyZa

S11-060-XxXXX

5-6

0010-1200 6 TFE-22992-XX

Notes: All models have same circuit diagram and the same PCB layout, except for output rating . For the
output voltage, the minimum step is 0.1V ; for the output current, the minimum step is 0.01A. The output
current multiplied by output voltage should not exceed the max. output power.

ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)

2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China

Phone: 86-769-8509 8000; Fax: 86-769-8509 8777

E-mail:att@attps.cn Rev. 1.0
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2. SUMMARY OF TEST RESULTS
Test procedures according to the technical standards:
EMC Emission
Standard Test Item Limit Judr%me Remark
(1)FCC Part 15
Conducted Emission Class B PASS
(2)Canadian
ICES-003. Class B
Radiated Emission Class B PASS

2.1 MEASUREMENT UNCERTAINTY

The reported uncertainty of measurementy = U - where expended uncertainty U is based on a standard

uncertainty multiplied by a coverage factor of k=2 - providing a level of confidence of approximately 95
%.

A. Conducted Measurement :

Test Site | Method Measurement Frequency Range U - (dB) NOTE
co1 ANSI 150 KHz ~ 30MHz 1.94

B. Radiated Measurement :

Test Site | Method | Measurement Frequency Range :?tv U - (dB) NOTE
0s02 ANSI 30MHz ~ 200MHz \Y 3.82
30MHz ~ 200MHz H 3.60
200MHz ~ 1,000MHz \Y 3.86
200MHz ~ 1,000MHz H 3.94

ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China
Phone: 86-769-8509 8000; Fax: 86-769-8509 8777  E-mail:att@attps.cn Rev. 1.0
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2.2 DESCRIPTION OF TEST MODES

To investigate the maximum EMI emission characteristics generates from EUT, the test system was
pre-scanning tested base on the consideration of following EUT operation mode or test
configuration mode which possible have effect on EMI emission level. Each of these EUT operation
mode(s) or test configuration mode(s) mentioned above was evaluated respectively.

Pretest Mode Description

Mode 1 FULL LOAD

For Conducted Test

Final Test Mode Description

Mode 1 FULL LOAD

For Radiated Test

Final Test Mode Description

Mode 1 FULL LOAD

ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China

Phone: 86-769-8509 8000; Fax: 86-769-8509 8777  E-mail:att@attps.cn Rev. 1.0
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3. EMC EMISSION TEST

3.1.1 POWER LINE CONDUCTED EMISSION

3.1 CONDUCTED EMISSION MEASUREMENT

(Frequency Range 150KHz-30MHZz)

frequency in the range.

3.1.2 MEASUREMENT INSTRUMENTS LIST

Class A (dBuV) Class B (dBuV)
FREQUENCY (MHz)
Quasi-peak Average Quasi-peak Average
0.15-0.5 79.00 66.00 66 - 56 * 56 - 46 *
0.50-5.0 73.00 60.00 56.00 46.00
5.0-30.0 73.00 60.00 60.00 50.00
Note:
(1) The tighter limit applies at the band edges.
(2) The limit of " * " marked band means the limitation decreases linearly with the logarithm of the

Iltem| Kind of Equipment Manufacturer Type No. Serial No. | Calibrated until
SCHWARZBECK
1 LISN MESS-ELEKTRONIK NSLK 8127 8127-432 11/12/2012
2 Pulse Limiter Agilent 11947A 3107A03668 11/12/2012
3 Test Cable N/A Co1 N/A 11/12/2012
: SCHWARZBECK
4 EMI Test Receiver MESS-EL EKTRONIK FCKL1528 1528-184 11/12/2012
Remark: " N/A” denotes No Model No. , Serial No. or No Calibration specified.
ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China
Phone: 86-769-8509 8000; Fax: 86-769-8509 8777  E-mail:att@attps.cn Rev. 1.0
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3.1.3 TEST PROCEDURE

a. The EUT was placed 0.4 meters from the horizontal ground plane with EUT being connected to the
power mains through a line impedance stabilization network (LISN). All other support equipments
powered from additional LISN(s). The LISN provide 50 Ohm/ 50uH of coupling impedance for the
measuring instrument.

b. Interconnecting cables that hang closer than 40 cm to the ground plane shall be folded back
and forth in the center forming a bundle 30 to 40 cm long.

c. I/O cables that are not connected to a peripheral shall be bundled in the center. The end of the
cable may be terminated, if required, using the correct terminating impedance. The overall
length shall not exceed 1 m.

d. LISN at least 80 cm from nearest part of EUT chassis.

e. For the actual test configuration, please refer to the related Item —EUT Test Photos.

3.1.4 DEVIATION FROM TEST STANDARD
No deviation

3.1.5 TEST SETUP

/Rt:ft:rf:m:eGTo-undPlane

40cm

Test Recelver

80cm

Reference Ground Plane

LISN | ‘
Ll I

3.1.6 EUT OPERATING CONDITIONS

The EUT exercise program used during radiated and/or conducted emission measurement was designed to
exercise the various system components in a manner similar to a typical use.

ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China
Phone: 86-769-8509 8000; Fax: 86-769-8509 8777  E-mail:att@attps.cn Rev. 1.0
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3.1.7 TEST RESULTS
EUT : Switching Adaptor Model No. S11-006-0060-01000UN
Temperature : 26°C Relative Humidity : |48 %
Pressure : 1008 hPa Test Power AC 120V/60Hz
Test Mode Full Load
Remark

(1) Reading in which marked as QP means measurements by using are Quasi-Peak Mode with Detector
BW=9KHz ; SPA setting in RBW=10KHz,VBW =10KHz, Swp. Time = 0.3 sec./MHz. Reading in which
marked as AV means measurements by using are Average Mode with instrument setting in
RBW=1MHz,VBW=10Hz, Swp. Time =0.3 sec./MHz.

(2) All readings are QP Mode value unless otherwise stated AVG in column of TNote; . If the QP Mode
Measured value compliance with the QP Limits and lower than AVG Limits, the EUT shall be
deemed to meet both QP & AVG Limits and then only QP Mode was measured, but AVG Mode didn't
perform.In this case, a “ * ” marked in AVG Mode column of Interference Voltage Measured.

(3) Measuring frequency range from 150KHz to 30MHz.

ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China

Phone: 86-769-8509 8000; Fax: 86-769-8509 8777

E-mail:att@attps.cn

Rev. 1.0
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Conducted Emission Measurement

File -7 0922 Data #3 Date: 2011-9-22 Time: 17:22:21

80.0 dBuY
Limit1: —
fimit2: -~

4

=“‘\..
55
;{ar
=)

%WM . o
i H‘f WNQMMA "'Jw/"ﬂw y \,N’ J/‘\p.ak

gy |‘ﬂ‘ W g A W
et \_1; Hopht - v" Y L
W it le-‘vw %MM‘\J‘*" W " .,\,H.f"l"
L VP W o, *.ﬂ"'" AVE
oo
0150 05 (MHz) 5 20.000
Site :ATT Conducted Emission Test Site Phase: N Temperature: 26
Limit: (CE)FCC PART 15 class B_QP Power:  AC120V/60Hz Humidity: 60 %
Reading Correct Measure-
No. Mk. Fregq.  Level Factor ment Limit Over
MHz dBuv dB dBuv dB dB Detector Comment

0.3820 2532 10.01 35.33 48.23 -12.90 AVG
0.4700 3541 10.01 4542 56.51 -11.09 QP
1.9260 36.16 10,05 46.21 56.00 -9.79 QP
1.9940 2322 10.05 3327 46.00 1273 AVG

B A M =
*

*Maximum data  x:Over limit  lover margin

ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China
Phone: 86-769-8509 8000; Fax: 86-769-8509 8777  E-mail:att@attps.cn Rev. 1.0
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Conducted Emission Measurement
File =i i 0922 Data #4 Date: 2011-9-22 Time: 17:24:02
80.0 dBuY
Limit1: —
limit2:
i . 4
\ ~—
- |
0 ”%“L }f\fm J\ﬂ'YLMW
. : ﬁ!‘ nl\\t vr p'ﬁ‘ﬁlm'ﬁy.m }J,l v T“n"' MW peak
o L o eV b
wn’\.,\u nvr\fllrl‘j i) ”'l ’}m(lr i 'N’ ""*w* T
e Vave
Pmnriag,, “N,.fl"
0.0
0.150 05 [MHz] 5 30,000
Site :ATT Conducted Emission Test Site Phase: L1 Temperature: 26
Limit: (CE)FCC PART 15 class B_QP Power.  AC120V/60Hz Humidity: 60 %
Reading Correct Measure-
No. Mk. Freq.  Level Factor ~ment Limit  Over
MHz dBuv dB dBuv dB dB Detector Comment
1 0.4740 36.52 10.01 46.53 5644 -9.91 QP
2 0.4740 27.08 10.01 37.09 4644 -9.35 AVG
3 1.9420 2547 10.05 35.52 46.00 -10.48 AVG
" 1.9620 38.87 10.05 48.92 56.00 -7.08 QP
“Maximum data  xOver limit  l'over margin
ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China
Phone: 86-769-8509 8000; Fax: 86-769-8509 8777  E-mail:att@attps.cn Rev. 1.0
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3.1.8 TEST RESULTS
EUT : Switching Adaptor Model No. S11-006-0050-01200UN
Temperature : 26°C Relative Humidity : |48 %
Pressure : 1008 hPa Test Power AC 120V/60Hz
Test Mode Full Load
Remark

(1) Reading in which marked as QP means measurements by using are Quasi-Peak Mode with Detector
BW=9KHz ; SPA setting in RBW=10KHz,VBW =10KHz, Swp. Time = 0.3 sec./MHz. Reading in which
marked as AV means measurements by using are Average Mode with instrument setting in
RBW=1MHz,VBW=10Hz, Swp. Time =0.3 sec./MHz.

(2) All readings are QP Mode value unless otherwise stated AVG in column of TNote; . If the QP Mode
Measured value compliance with the QP Limits and lower than AVG Limits, the EUT shall be
deemed to meet both QP & AVG Limits and then only QP Mode was measured, but AVG Mode didn'‘t
perform.In this case, a “ * ” marked in AVG Mode column of Interference Voltage Measured.

(3) Measuring frequency range from 150KHz to 30MHz.

ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China

Phone: 86-769-8509 8000; Fax: 86-769-8509 8777

E-mail:att@attps.cn

Rev. 1.0
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Conducted Emission Measurement
File :i% % 0922 Data #5 Date: 2011-5-22 Time: 17:29:51
80.0 dBuv
Limit1: —_
limit2:
5 W . . 3
AN VAR ™
a0 ) . WM“NWM o
“ bl it
o l}\, i e S, i eak
¥ \-“J\J' ] il | ke M e ey bt g y P
Apdpsnpe 3| Lt TR e MW"T - ;
""‘M"ww-mmhw.».\ ) T Nave
W ARAAAL
0.0
0.150 0.5 [MHz] 5 20,000
Site :ATT Conducted Emission Test Site Phase: LT Temperature: 26
Limit: (CE)FCC PART 15 class B_QP Power.  AC120V/60Hz Humidity: 60 %
Reading Cormrect Measure-
No. Mk.  Freq. Level Factor ~ment Limit Over
MHz dBuVv dB dBuvV dB dB Detector Comment
1 0.4420 37.78 10.01 A7.79 57.02 923 QP
2 0.4460 26.56 10.01 36.57 4695 -10.38 AVG
s 2.1940 3817 10.06 48.23 56.00 -7.77 QP
4 2.2500 2350 10.06 33.56 46.00 -12.44 AVG
*Maximum data  xOwver limit  lover margin
ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China
Phone: 86-769-8509 8000; Fax: 86-769-8509 8777  E-mail:att@attps.cn Rev. 1.0
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Conducted Emission Measurement
File -§f i+ 0922 Data #6 Date: 2011-9-22 Time: 17:31:30
80.0 dBuY
Limit1: _
hmit2:
\ I
w i 9 R Al ! .
LY ! ; Hl'. 1Al X
- Iw“m- / | i MWWW [4‘; N
| ﬁj[! h\,r\ivk' b 1 i W&W Ay pcal
3 "
e, FL 1 Mgt Y e [ 'MMH
w‘""*’ﬂwk_ﬂvu_“v»"ﬁ.# -g'Jl"N‘H"N “""’»&x“‘ﬁmﬁab\ﬂ\' e b i wmﬁwl\,fwwi\f\l!‘r o
W My gt
g [} "
3 MK‘.’!III"\‘..W.\' e L mw“!' AVE
M l\'\-\'\'«vj' \\."‘\l,"'lf._.\f'-l[' vl".r‘*'
0.0
0.150 0.5 MHz] 5 30,000
Site :ATT Conducted Emission Test Site Phase: N Temperature: 26
Limit: (CE)FCC PART 15 class B_QP Power.  AC120V/60Hz Humidity: 60 %
Reading Correct Measure-
No. Mk. Freq.  Level Factor ment  Limit  Over
MHz dBuv dB dBuv dB dB Detector
1 0.4380 33.50 10.01 43.51 57.10 -13.59 QP
2 0.4460 23.04 10.01 33.05 4695 -13.90 AVG
3 1.7180 20.24 10.05 30.29 46.00 -15.71 AVG
4 = 1.7780 33.46 10.05 43.51 56.00 -12.49 apP
“Maximum data  x:Over limit  lover margin
ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China
Phone: 86-769-8509 8000; Fax: 86-769-8509 8777  E-mail:att@attps.cn Rev. 1.0
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3.2 RADIATED EMISSION MEASUREMENT

3.2.1 LIMITS OF RADIATED EMISSION MEASUREMENT (Below 1000MHz)
XICISPR 22 Class B Limit at 10m
Class A (at 10m) Class B (at 10m)
FREQUENCY (MHz)
dBuV/m dBuV/m
30 - 230 40 30
230 - 1000 47 37

Notes:

(1) The limit for radiated test was performed according to as following:
CISPR 22/ FCC PART 15B /ICES-003.
(2) The tighter limit applies at the band edges.

(3) Emission level (dBuV/m)=20log Emission level (uv/m).

LIMITS OF RADIATED EMISSION MEASUREMENT (Above 1000MHz)

Class A (dBuV/m) (at 3m) Class B (dBuV/m) (at 3m)
FREQUENCY (MHz)
PEAK AVERAGE PEAK AVERAGE
Above 1000 80 60 74 54

Notes:
() The limit for radiated test was performed according to FCC PART 15B.
(2) The tighter limit applies at the band edges.
(3) Emission level (dBuV/m)=20log Emission level (uv/m).

FREQUENCY RANGE OF RADIATED MEASUREMENT (For FCC)
[JFCC Class B Limit at 3m

Frequency Distance Field Strength
MHz Meter uVv/im dBuVv/m
30to 88 3 100 40.0
88 to 216 3 150 435
216 to 960 3 200 46.0
Above 960 3 500 54.0

[ JFCC Class A Limit at 10m

Frequency Distance Field Strength
MHz Meter uVv/m dBuVv/m
30to 88 10 90 39.0
88 to 216 10 150 435
216 to 960 10 210 46.4
Above 960 10 300 495

ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China
Phone: 86-769-8509 8000; Fax: 86-769-8509 8777  E-mail:att@attps.cn Rev. 1.0
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3.2.2 MEASUREMENT INSTRUMENTS LIST
Iltem | Kind of Equipment Manufacturer Type No. Serial No. Calibrated until
1 Log-Bicon Antenna SCHWARZBECK VuLB9168 9168-192 11/12/2012
2 Test Cable N/A 10M_0OS01 N/A 11/12/2012
3 Test Cable N/A C01-1/-2 N/A 11/12/2012
4 Pre-Amplifier HP 8447D 2944A09491 11/29/2012
5 Spectrum Analyzer HP 8591A 10201203 11/29/2012
6 Test Receiver R&S ESVS 10 825475/002 11/29/2012
7 Antenna Mast N/A N/A N/A N/A
8 Turn Table N/A N/A N/A N/A

a.

b.

Remark: " N/A” denotes No Model No. / Serial No. and No Calibration specified.

3.2.3 TEST PROCEDURE

The measuring distance of at 10 m shall be used for measurements at frequency up to 1GHz. For
frequencies above 1GHz, any suitable measuring distance may be used.
The EUT was placed on the top of a rotating table 0.8 meters above the ground at a 3m or 10 meter
open area test site. The table was rotated 360 degrees to determine the position of the highest

radiation.

. The height of the equipment or of the substitution antenna shall be 0.8 m; the height of the test antenna

shall vary between 1 m to 4 m. Both horizontal and vertical polarizations of the antenna are set to make

the measurement.

. The initial step in collecting conducted emission data is a spectrum analyzer peak detector mode

pre-scanning the measurement frequency range. Significant peaks are then marked and then Quasi

Peak detector mode re-measured.

. If the Peak Mode measured value compliance with and lower than Quasi Peak Mode Limit, the EUT

shall be deemed to meet QP Limits and then no additional QP Mode measurement performed.

3.2.4 DEVIATION FROM TEST STANDARD
No deviation

. For the actual test configuration, please refer to the related Item —EUT Test Photos.

ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)

2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China
Phone: 86-769-8509 8000; Fax: 86-769-8509 8777

E-mail:att@attps.cn

Rev. 1.0
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3.2.5 TEST SETUP
Antenna

3or10m

EUT 1-4 m

0.8m

Ground plane

Test
Receiver

3.2.6 EUT OPERATING CONDITIONS

The EUT tested system was configured as the statements of 4.1.6 Unless otherwise a special operating
condition is specified in the follows during the testing.

ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China
Phone: 86-769-8509 8000; Fax: 86-769-8509 8777  E-mail:att@attps.cn Rev. 1.0
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3.2.7 TEST RESULTS
EUT : Switching Adaptor Model No. S11-006-0050-01200UN
Temperature : 26 C Relative Humidity : |48 %
Pressure : 1009 hPa Test Power AC 120V/60Hz
Test Mode Full Load
Remark :

(1) Reading in which marked as QP or Peak means measurements by using are Quasi-Peak Mode or
Peak Mode with Detector BW=120KHz ; SPA setting in RBW=120KHz, VBW =120KHz, Swp. Time =
0.3 sec./MHz.

(2) All readings are Peak unless otherwise stated QP in column of "Note ; . Peak denotes
that the Peak reading compliance with the QP Limits and then QP Mode measure-ment didn'‘t
perform.

(3) Measuring frequency range from 30MHz to 1000MHz.

(4) If the peak scan value lower limit more than 20dB, then this signal data does not how in table.

ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
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Radiated Emission Measurement
File -{/-iF 0922 Data #3 Date: 2011-9-22 Time: 17:54:03
200 dBuW/m
Limit1- _
Margin: o~
A0 | o
L Bkt
: : W‘N Ay WWWWW
T
0o
30,000 127.00 224.00 321.00 418.00 515.00 612.00 709.00 §06.00 1000.00 MHz
Site :ATT Radiated Emission Test Site Polarization: Horizontal Temperature: 26
Limit: (RE)FCC PART 15 class B 2m Power:  AC120V/60Hz Humidity: 60 %
Reading Correct Measure- Antenna Table
No. Mk. Freg.  Level Factor ment Limit ~ Qver Height Degree
MHz dBuV dB dBuVim dB/m dB Detector cm degree  Comment
1 *  62.9800 40.77 -16.18 24.59 3950 -1491 QP
2 1755000 35.49 -11.16 2433 4300 -1867 QP
*Maximum data  x:Over limit l:over margin
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Radiated Emission Measurement
File -4+i1 0922 Diata #4 Date: 2011-9-22 Time: 17:55:00
200 dBuwW/m

Limit1:
Maigin:

J“J \ il MWWWM "

Yy M\ﬂm

0o
30,000 127.00 224.00 321.00 415.00 515.00 612.00 709.00 806.00 1000.00 MHz
Site :ATT Radiated Emission Test Site Polarization: Vertical Temperature: 26
Limit: (RE)FCC PART 15 class B 3m Power:  AC120V/60Hz Humidity: 60 %
Reading Correct Measure- Antenna Table
No. Mk. Freg.  Level Factor ment Limit ~ Over Height Degree
MHz dBuv dB dBuVim dBim dB Detector cm degree Comment
1 * 649200 3875 627 3248 3950 -702 QP

*Maximum data  x:Over limit l.over margin

ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
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3.2.8 TEST RESULTS
EUT : Switching Adaptor Model No. S11-006-0060-01000UN
Temperature : 26 C Relative Humidity : |48 %
Pressure : 1009 hPa Test Power AC 120V/60Hz
Test Mode Full Load
Remark :

(1) Reading in which marked as QP or Peak means measurements by using are Quasi-Peak Mode or
Peak Mode with Detector BW=120KHz ; SPA setting in RBW=120KHz, VBW =120KHz, Swp. Time =
0.3 sec./MHz.

(2) All readings are Peak unless otherwise stated QP in column of "Note ; . Peak denotes
that the Peak reading compliance with the QP Limits and then QP Mode measure-ment didn'‘t
perform.

(3) Measuring frequency range from 30MHz to 1000MHz.

(4) If the peak scan value lower limit more than 20dB, then this signal data does not how in table.
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Radiated Emission Measurement
File -{+{F 0922 Data #5 Date: 2011-9-22 Time: 17:57:05
80.0 dBuWW/m
Limit1: —_—
Maigin:

=
* _I I |

—t— I et Mwwww

0o
30.000 127.00 224.00 321.00 418.00 515.00 512.00 709.00 §05.00 1000.00 MHz
Site :ATT Radiated Emission Test Site Polarization: Horizontal Temperature: 26
Limit: (RE)FCC PART 15 class B 2m Power:  AC120V/60Hz Humidity: 60 %
Reading Correct Measure- Antenna Table
No. Mk.  Freq.  Level Factar ment Limit  Over

Height Degree

MHz dBuV dB dBuv/m dB/m dB Detector cm degree  Comment

1 * 62.0100 4164 -16.06 2558 3950 -1392 QP
2 179.3800  36.00 -11.46 2454 4300 -1846 QP

“Maximum data x:Over limit l:over margin

ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
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Radiated Emission Measurement
File -1} 0922 Data #6 Date: 2011-8-22 Time: 17:58:03
20.0 dBuV/m
Limit1: -
Magin:
40 [ =l : |
:d - porthpdb VT
o Mﬁr }WMJLWWWW
i adf
0o
30.000 127.00 224.00 321.00 413.00 515.00 £12.00 709.00 &06.00 1000.00 MHz
Site :ATT Radiated Emission Test Site Polarization:  Vertical Temperature: 26
Limit: (RE)FCC PART 15 class B 3m Power:  AC120V/60Hz Humidity: 60 %
Reading Correct Measure- Antenna Table
No. Mk. Freq. Level Factor ment Limit ~ Over Height Degree
MHz dBuv dB dBuvim dB/m dB Detector cm degree  Comment
1 * 649200 38.62 -6.27 32.35 3950 -715 QP
*Maximum data  x:Over limit l:over margin
ATT Product Service Co., Ltd (CBTL Lab of UL/Demko)
2F, B2/B3 Area, City Plaza, Chang An Town, DongGuan City, GuangDong, P.R.China
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4. EUT TEST PHOTO

Conducted Measurement Photos

Radiated Measurement Photos

;.'_:_
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EUT Photo
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